
Product Flux/Gas Classification POM

DW-308L Ar + 20%CO2 TO 100%CO2  E308LT0-1
E308LT0-4 Heerlen, Netherlands

DW-308LP Ar + 20%CO2 TO 100%CO2  E308LT1-1
E308LT1-4 Heerlen, Netherlands

DW-309L Ar + 20%CO2 TO 100%CO2  E309LT0-1
E309LT0-4 Heerlen, Netherlands

DW-309LP Ar + 20%CO2 TO 100%CO2  E309LT1-1
E309LT1-4 Heerlen, Netherlands

DW-316L Ar + 20%CO2 TO 100%CO2  E316LT0-1
E316LT0-4 Heerlen, Netherlands

DW-316LP Ar + 20%CO2 TO 100%CO2  E316LT1-1
E316LT1-4 Heerlen, Netherlands

Yours very truly,

Thank you for your cooperation.

Registrar

CANADIAN WELDING BUREAU

Please ensure that labels on these products conform to clause 8 of the CSA W48 Standard.

Date: 

Following completion of the requirements of the standard, we take pleasure in enclosing Document of 
Certification for your electrode(s) as follows:

April 29, 2017

Re: Document(s) of Certification for Arc Welding Electrodes

EISTERWEG 8,
HEERLEN, 6422 PN 
NETHERLANDS


